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1.0 INT RODUCTION AND DESCRIPTION OF THE WATERSHED  
 

Homme Dam is located on the South Branch of the Park River located two miles west of Park 

River (Figure 1).  Completed in 1950, Homme Dam is a 194-acre reservoir designed for flood 

control and water supply benefits (NDDoH, 2010) (Table 1 and Figure 2).  

 

The Homme Dam Recreation Area provides local residents plenty of leisure opportunities such 

as fishing, boating, camping, hiking, hunting, and snowmobiling. Recently, a beach and 

swimming area have been reconditioned near the dam.  A bike/walking trail have also been 

constructed on the west side of the Park River that leads to Homme Dam. 

 

Table 1. General Characteristics of Homme Dam and Homme Dam Watershed. 

Legal Name Homme Dam 

Major Drain age Basin Park River Basin 

Nearest Municipality Park River, North Dakota 

Assessment Unit ID ND-09020310-001-L_00 

County Location Cavalier and Walsh Counties 

Physiographic Region Northern Glaciated Plains and Lake Agassiz Plain 

Latitude 48.40628 

Longitude -97.79094 

Watershed  Area 131,699 acres 

Surface  Area 194 acres 

Average Depth 16.5 feet 

Maximum Depth 34.5 feet 

Volume 2,863.9 acre/feet 

Tributaries  South Branch Park River 

Type of Waterbody Reservoir 

Dam Type Earthen Dam 

Fishery Type Northern Pike, Yellow Perch, Crappie 
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Figure 1. General Location of Homme Dam and Itôs Watershed. 

 

 
Figure 2.  North Dakota Game and Fish Contour Map of Homme Dam. 
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The Homme Dam watershed lies within four level IV ecoregions.  These are the Pembina 

Escarpment (46a), Northern Black Prairie (46g), Drift Plains (46i), Glacial Lake Agassiz Basin 

(48a), and Sand Deltas and Beach Ridges (48b) (Figure 3).  The Pembina Escarpment (46a) 

ecoregion is characterized by a steep dissected escarpment created by glacial scouring, with 

glacial till over Tertiary sandstone and shale.  Perennial streams within the Pembina Escarpment 

ecoregion have high gradients and consist of cobble substrate.  The Northern Black Prairie (46g) 

consists of glacial till soils over a generally flat landscape dotted by the occasional washboard 

undulations, a high concentration of temporary and seasonal wetlands, and a simple drainage 

pattern.   The Drift Plains ecoregion (46i) was created from the retreating Wisconsinan glaciers 

which left a subtle rolling topography, thick glacial till and a large number of temporary and 

seasonal wetlands.  The Drift Plains contain productive soils and level topography which largely 

favors cultivation practices.  The Glacial Lake Agassiz Basin (48a) is distinguished by thick 

lacustrine sediments underlain by glacial till, the landscape is extremely flat, and contains few 

lakes or wetlands compared to adjacent ecoregions.  The Sand Deltas and Beach Ridges (48b), 

which consists of parallel lines of sand and gravel formed from the wave action of Lake 

Agassizôs varying shorelines.  The subhumid climate fosters a grassland, transitional between the 

tall and shortgrass prairie. The historic tall grass prairie has been replaced by intensive 

agriculture (USGS, 2006) (Figure 3).    

 

       Figure 3.  Level IV Ecoregions in the Homme Dam Watershed. 
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1.1 Clean Water Act Section 303(d) Listing Information 

 

As part of the 2012 Section 303(d) List of Impaired Waters Need Total Maximum Daily 

Loads (i.e., 2012 TMDL List), the North Dakota Department of Health (NDDoH) has 

assessed Homme Dam as ñfully supporting, but threatenedò (i.e., impaired) for ñfish and 

other aquatic biotaò (i.e., aquatic life) and recreation uses.  It should be noted that this 

assessment was first done for the 2002 Section 303(d) listing cycle using the 1996 LWQA 

total phosphorus data as the primary trophic status indicator (Table 2).  As described in the 

2012 TMDL list, the cause of the use impairments was described as ñnutrient/eutrophica-

tion/biological indicators.ò  North Dakotaôs 2012 TMDL list did not provide information on 

any potential sources of these impairments.  This TMDL report addresses both the aquatic 

life and recreation impairments caused by ñnutrient/eutrophication/biological indicators.ò     

 

Homme Dam has been classified as a Class 3 warm-water fishery, ñcapable of supporting 

natural reproduction and growth of warm-water fishes (i.e. largemouth bass and bluegill) and 

associated aquatic biota and marginal growth. Some cool water species may also be present.ò 

(NDDoH, 2011). 

 

As reflected in its title, this TMDL report only addresses the nutrient impairments for aquatic 

life and recreation use.  Sediment remains as a Section 303(d) TMDL listed pollutant 

threatening aquatic life use.  Once the suspended sediment data that we collected as part of 

the watershed assessment project (NDDoH, 2010) are made available, these data will be 

analyzed and a TMDL will be prepared to address this pollutant.  

Table 2.  Homme Dam Section 303(d) Listing Information (NDDoH, 2012). 

 

Assessment Unit ID ND-09020310-001-L_00 

Waterbody Name Homme Dam 

Class 3 ï Warm-water fishery 

Impaired Uses 
Fish and Other Aquatic Biota and Recreation (fully 

supporting, but threatened) 

Causes Nutrient/Eutrophica tion Indicators; Sediment 

Priority  High 

First Appeared on 303(d) List 2002 

 

 1.2 Land Use/Land Cover 

  

Land use in the Homme Dam watershed is primarily agricultural.  According to the 2007 

National Agricultural Statistical Service (NASS) land survey data, approximately 58 

percent of the land is active cropland, 22 percent pasture/grassland, 9 percent wetlands,  

and the remaining 11 percent in either forest, open water, barren, urban development, or 

fallow/idle cropland.  The majority of the crops grown consist of spring wheat, canola, 

barley, sunflowers, and soybeans (Figure 4). 
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Figure 4.  National Agricultural Statistical Survey (2007) Land Use Map for the 

Homme Dam Watershed. 

1.3 Climate and Precipitation 

  

Walsh County has a subhumid climate characterized by warm summers with frequent hot 

days and occasional cool days.  Winters are very cold influenced by blasts of arctic air 

surging over the area.  Average temperatures range from 20º F in the winter to 68º F in 

the summer.  Precipitation occurs primarily during the warm period and is normally 

heavy in late spring and early summer. Total average annual precipitation for Walsh 

County is about 20 inches.  About 16 inches or 85 percent of rain falls between April and 

October.  Figure 4 and 5 shows the annual precipitation (1991-2011) and total 

precipitation (2010-2011) for the area as represented by the North Dakota Agricultural 

Weather Network (NDAWN) weather station located in Langdon, ND. 
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Figure 5.  Annual Precipitation (1991-2011) at the NDAWN Weather Station 

Located in Langdon, ND. 

 

 
Figure 6. Total Precipitation (2010-2011) at the NDAWN Weather Station Located 

in Langdon, ND. 
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1.4 Available Water Quality Data   

 

1.4.1 1996 Lake Water Quality Assessment Project 

 

In the late 1990ôs through a grant from the EPA Clean Lakes Program the North Dakota 

Department of Health conducted a Lake Water Quality Assessment Project (LWQA) on  

lakes and reservoirs in the state.   

 

Homme Dam was one of the reservoirs targeted for the 1996 LWQA. As such, 

monitoring consisted of one sample collected in July and August 2006.  The samples 

were collected at one site located in the deepest area of the lake (381260) (Figure 6). 

 

The 1996 LWQA Project characterized Homme Dam as having mean surface 

concentration of total phosphorus of 0.074 mg/L, which exceeded the Stateôs guideline 

goal for lake maintenance and improvement concentration of 0.02 mg/L during all 

sampling occasions.   

 

Table 3.  Data Summary for Homme Dam Lake Water Quality Assessment (1996). 

Deepest Site (381260)   

Parameter 
# of 

Samples Average 

Total Phosphorus (mg/L) 2 0.074 

Dissolved Phosphorus (mg/L) 2 0.048 

Total Kjeldahl Nitrogen (mg/L) 2 0.70 

Nitrate/Nitrite (mg/L) 2 0.035 

 

 

1.4.2 2006 Homme Dam Water Quality  

  

Homme Dam was also sampled at the deepest site 381260 in July, August, and 

September 2006. Homme Damôs mean surface concentration of total phosphorus was 

calculated at 0.146 mg/L, almost twice the concentration reported in 1996. 

 

 Table 4.  Data Summary for Homme Dam  Water Quality Assessment (2006). 

Deepest Site (381260)   

Parameter 
# of 

Samples Average 

Total Phosphorus (mg/L) 3 0.146 

Dissolved Phosphorus (mg/L) 3 0.087 

Total Nitrogen (mg/L) 3 1.18 

Total Kjeldahl Nitrogen (mg/L) 3 1.16 

Nitrate/Nitrite (mg/L) 3 0.02 
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1.4.3 2010-2011 Homme Dam Water Quality and Watershed Assessment Project 

 

The Walsh County-Three Rivers Soil Conservation District (SCD) conducted a water 

quality and watershed assessment of Homme Dam and itôs watershed from June 2010 to 

September 2011.  Sampling was conducted at one tributary inlet site (380121), at the 

outlet from Homme Dam (385537), and at one reservoir site located in the deepest area of 

the reservoir (381260).  Monitoring sites are identified in Table 4 and Figure 7. 

 

Table 5.  General Information for Water Quality Sampling Sites for Homme Dam. 

Sample Site Site ID 

Dates Sampled 

Latitude  Longitude Start End 

Stream Sites  

Inlet 380121 June 2010 September 2011 48.41447 -97.86189 

Outlet 385537 June 2010 September 2011 48.4 -97.76 

Lake Sites 

Deepest 381260 June 2010 September 2011 48.40628 -97.79094 

 

 

 

Figure 7.  Stream and Lake Sampling Sites for Homme Dam. 

 

Stream Monitoring 

   

Sampling frequency for the stream sampling sites was stratified to coincide with the 

typical hydrograph for the region.  This sampling design resulted in more frequent 

samples collected during spring and early summer, typically when stream discharge is 

greatest, and less frequent samples collected during the summer and fall.  Sampling was 

discontinued during the winter during ice cover.  Stream sampling was also terminated if 

the stream stopped flowing.  If the stream began to flow again, water quality sampling 

was reinitiated. 
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Lake Monitoring  

 

  Water quality was monitored by the Walsh County-Three Rivers SCD in Homme Dam at 

the deepest site (381260) between June 2010 and September 2011.  In order to accurately 

account for temporal variation in lake water quality, the lake was sampled twice per 

month during the open water season and monthly under ice cover conditions. 

 

  The Walsh County-Three Rivers SCD followed the methodology for water quality 

sampling found in the Quality Assurance Project Plan (QAPP) for the Homme Dam 

Water Quality and Watershed Assessment Project (NDDoH, 2010b). 

  

 Nutrient Data 

 

In 2010, average growing season (April-November) total phosphorus concentrations and 

dissolved phosphorus concentrations were 0.338 mg/L and 0.300 mg/L, respectfully, 

while average total nitrogen and total Kjeldahl nitrogen concentrations were 1.600 mg/L 

and 1.001 mg/L, respectively (Table 6).  The average chlorophyll-a concentration was 

13.3 µg/L in 2010 (Table 6).   

 

In 2011, the average total phosphorus concentration was 0.233 mg/L, while the average 

dissolved phosphorus concentration was 0.189 mg/L (Table 7).  Total nitrogen and total 

Kjeldahl nitrogen concentrations were 1.615 mg/L and 0.987 mg/L, respectively.  The 

average chlorophyll-a concentration was 20.5 µg/L. 

 

Average nitrate/nitrate concentrations were 0.27 mg/L and 0.422 mg/L in 2010 and 2011, 

respectfully.  Of the 56 nitrate/nitrite samples collected in 2010 and 2011, four samples (7 

%) exceeded the interim guideline limit of 1.0 mg/L (Table 8).   

 

Table 6.  2010 Homme Dam (Deepest Site 381260) Water Quality Data Summary. 

Parameter N Average Minimum Maximum Median 

Total Phosphorus (mg/L) 27 0.338 0.194 0.884 0.302 

Dissolved Phosphorus (mg/L) 24 0.300 0.176 0.776 0.260 

Total Nitrogen (mg/L) 27 1.600 1.020 2.290 1.490 

Total Kjeldahl Nitrogen (mg/L) 27 1.001 0.839 1.175 0.975 

Nitrate/Nitrite (mg/L) 27 0.270 0.015 0.870 0.18 

Chlorophyll-a (µg/L) 9 13.3 0.75 36.7 12.2 

Secchi Disk (meters) 9 1.3 0.6 2.7 1.2 

 

Table 7.  2011 Homme Dam (Deepest Site 381260) Water Quality Data Summary. 

Parameter N Average Minimum Maximum Median 

Total Phosphorus (mg/L) 29 0.233 0.117 0.904 0.184 

Dissolved Phosphorus (mg/L) 29 0.189 0.078 0.758 0.147 

Total Nitrogen (mg/L) 29 1.615 0.936 2.750 1.35 

Total Kjeldahl Nitrogen (mg/L) 29 0.987 0.321 1.534 0.975 

Nitrate/Nitrite (mg/L) 29 0.422 0.015 1.24 0.086 

Chlorophyll-a (µg/L) 10 20.5 0.75 61.4 17.9 

Secchi Disk (meters) 9 1.3 0.4 2.1 1.3 
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 Secchi Disk Transparency Data 

  

The average growing season Secchi disk transparency in 2010 and 2011 was 1.3 meters 

(Tables 6 and 7).  In 2010, the maximum Secchi disk transparency measurement recorded 

was 2.7 meters, while the maximum measurement in 2011 was 2.1 meters. 

 

2.0 WATER QUALITY STANDARDS  

 

The Clean Water Act requires that Total Maximum Daily Loads (TMDLs) be developed for 

waters on a state's Section 303(d) list.  A TMDL is defined as ñthe sum of the individual 

wasteload allocations for point sources and load allocations for nonpoint sources and natural 

backgroundò such that the capacity of the waterbody to assimilate pollutant loadings is not 

exceeded.  The purpose of a TMDL is to identify the pollutant load reductions or other actions 

that should be taken so that impaired waters will be able to attain water quality standards.  

TMDLs are required to be developed with seasonal variations and must include a margin of 

safety that addresses the uncertainty in the analysis.  Separate TMDLs are required to address 

each pollutant or cause of impairment (i.e., nutrients, sediment).  

  

 2.1 Narrative Water Quality Standards 

 

The NDDoH has set narrative water quality standards, which apply to all surface waters 

in the state. The narrative standards pertaining to nutrient impairments are listed below 

(NDDoH, 2011). 

 

¶ All waters of the state shall be free from substances attributable to municipal, 

industrial, or other discharges or agricultural practices in concentrations or 

combinations which are toxic or harmful to humans, animals, plants, or resident 

aquatic biota. 

 

¶ No discharge of pollutants, which alone or in combination with other substances 

shall:  

1) Cause a public health hazard or injury to environmental resources; 

2) Impair existing or reasonable beneficial uses of the receiving waters; or 

3) Directly or indirectly cause concentrations of pollutants to exceed applicable 

standards of the receiving waters.  

 

In addition to the narrative standards, the NDDoH has set a biological goal for all surface 

waters in the state. The goal states that ñthe biological condition of surface waters shall 

be similar to that of sites or waterbodies determined by the department to be regional 

reference sites,ò (NDDoH, 2011). 

 

2.2 Numeric Water Quality Standards 

 

Homme Dam is classified as a Class 3 warm water fishery. Class 3 fisheries are defined 

as waterbodies ñcapable of supporting natural reproduction and growth of warm water 

fishes (i.e. largemouth bass and bluegill) and associated aquatic biota.  Some cool water 

species may also be presentò (NDDoH, 2011).  All classified lakes in North Dakota are 

assigned aquatic life, recreation, irrigation, livestock watering, and wildlife beneficial 

uses.  The North Dakota State Water Quality Standards (NDDoH, 2011) state that lakes 
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shall use the same numeric criteria as Class 1 streams, including the State standard for 

dissolved  nitrate as N, of 1.0 mg/L, where up to 10 percent of samples may exceed the 

1.0 mg/L, and State  guideline nutrient goals for lakes and reservoirs  (Table 7).  

 

Table 8. Numeric Standards Applicable for North Dakota Lakes and Reservoirs 

(NDDoH , 2011).     

State Water Quality Standard Parameter Guidelines Limit  

Numeric Standard for Class I and 

Classified Lakes 

Nitrates 

(dissolved) 
1.0 mg/L 

Maximum 

allowed
1
 

  

Guidelines for Goals in a Lake 

Improvement or Maintenance 

Program 

NO3 as N 0.25 mg/L Goal 

PO4 as P 0.02 mg/L Goal 

        1 ñUp to 10% of samples may exceedò 
                        

3.0 TMDL TARGETS  

 

A TMDL target is the value that is measured to judge the success of the TMDL effort. TMDL 

targets should be based on state water quality standards, but can also include site-specific values 

when no numeric criteria are specified in the standard. The following sections summarize water 

quality targets for Homme Dam based on its linkage to maintaining and attaining all of the 

reservoirôs beneficial uses.  When the specific target is met, then the reservoir will meet the 

applicable water quality standards, including its designated beneficial uses.  

 

 3.1 TSI Target Based on Chlorophyll -a 
 

The stateôs narrative water quality standards (see Section 2.1) form the basis for aquatic 

life and recreation use assessment for Section 305(b) reporting and Section 303(d) TMDL 

listing.  In the case of this TMDL, the stateôs narrative water quality standards also form 

the basis for setting the TMDL target.  State water quality standards contain narrative 

criteria that require lakes and reservoirs to be ñfree fromò substances ñwhich are toxic or 

harmful to humans, animals, plants, or resident aquatic biotaò or are ñin sufficient 

amounts to be unsightly or deleterious.ò  Narrative standards also prohibit the ñdischarge 

of pollutantsò (e.g., organic enrichment, nutrients, or sediment), ñwhich alone or in 

combination with other substances, shall impair existing or reasonable beneficial uses of 

the receiving waters.ò 

 

The chlorophyll-a trophic status indicator is used by the NDDoH as the primary means to 

assess whether a lake or reservoir is meeting the narrative standards (NDDoH, 2011).  

Trophic status is a measure of the productivity of a lake or reservoir and is directly 

related to the level of nutrients (i.e., phosphorus and nitrogen) entering the lake or 

reservoir from its watershed and/or from the internal recycling of nutrients.  Highly 

productive lakes, termed ñhypereutrophic,ò contain excessive phosphorus and are 

characterized by dense growths of weeds, blue-green algal blooms, low transparency, and 

low dissolved oxygen (DO) concentrations. These lakes experience frequent fish kills and 

are generally characterized as having excessive rough fish populations (carp, bullhead, 

and sucker) and poor sport fisheries (Table 9).  Due to the frequent algal blooms and 

excessive weed growth, these lakes are also undesirable for recreational uses such as 

swimming and boating. 
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Table 9.  Water Quality and Beneficial Use Changes That Occur as the Amount of Algae 

(expressed as Chlorophyll-a concentration) Changes Along the Trophic State Gradient 

(from Carlson and Simpson, 1996). 

TSI 

Score 
Chlorophyll -a 

(ug/L) 

Secchi Disk 

Transparency 

(m) 

Total 

Phosphorus 
(ug/L) 

Attributes  
Fisheries & 

Recreation 

<30 <0.95 >8 <6 

Oligotrophy :  Clear 

water, oxygen 

throughout the year in 

the hypolimnion 

Salmonid fisheries 

dominate 

30-40 0.95-2.6 8-4 6-12 

Hypolimnia of 

shallower lakes may 

become anoxic 

Salmonid fisheries 

in deep lakes only 

40-50 2.6-7.3 4-2 12-24 

Mesotrophy:  Water 

moderately clear; 

increasing probability 

of hypolimnetic 

anoxia during 

summer 

Hypolimnetic 

anoxia results in 

loss of salmonids.  

Walleye may 

predominate 

50-60 7.3-20 2-1 24-48 

Eutrophy : Anoxic 

hypolimnia, 

macrophyte problems 

possible 

Warm-water 

fisheries only.  

Bass may 

dominate. 

60-70 20-56 0.5-1 48-96 

Blue-green algae 

dominate, algal 

scums and 

macrophyte problems 

Nuisance 

macrophytes, 

algal scums, and 

low transparency 

may discourage 

swimming and 

boating. 

70-80 56-155 
0.25- 

0.5 
96-192 

Hypereutrophy: 

(light limited 

productivity).  Dense 

algae and 

macrophytes 

  

>80 >155 <0.25 192-384 
Algal scums, few 

macrophytes 

Rough fish 

dominate; summer 

fish kills possible 

 

Mesotrophic and eutrophic lakes, on the other hand, generally have lower phosphorus 

concentrations, low to moderate levels of algae and aquatic plant growth, high 

transparency, and adequate DO concentrations throughout the year.  Mesotrophic lakes 

do not experience algal blooms, while eutrophic lakes may occasionally experience algal 

blooms of short duration, typically a few days to a week (Table 9). 

 

Therefore, for purposes of this TMDL report, it can be concluded that hypereutrophic 

lakes do not fully support a sustainable sport fishery and are limited in recreational uses, 

whereas eutrophic and mesotrophic lakes fully support both aquatic life and recreation 

use. 
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Due to the relationship between trophic status indicators and the aquatic community (as 

reflected by the fishery) or between trophic status indicators and the frequency of algal 

blooms, trophic status is an effective indicator of aquatic life and recreation use support 

in lakes and reservoirs (Table 9). 

 

While the three trophic state indicators, chlorophyll-a, Secchi disk transparency, and total 

phosphorus, used in Carlsonôs TSI each independently estimate algal biomass and should 

produce the same index value for a given combination of variable values, often they do 

not.  While transparency and phosphorus may co-vary with trophic state, many times the 

changes in observed in a lakeôs transparency are not caused by changes in algal biomass, 

but may be due to particulate sediment. Total phosphorus may or may not be strongly 

related to algal biomass due to light limitation and/or nitrogen and carbon limitation. 

Therefore, neither transparency nor phosphorus is an independent estimator of trophic 

state (Carlson and Simpson, 1996).  For these reasons, the NDDoH gives priority to 

chlorophyll-a as the primary trophic state indicator because this variable is the most 

accurate of the three at predicting algal biomass (Carlson, 1980). 

 

The same conclusion was also reached by a multi-state project team consisting of lake 

managers and water quality specialists from North Dakota, South Dakota, Montana, 

Wyoming and EPA Region 8.  This group concluded that for lakes and reservoirs in the 

plains region of EPA Region 8, an average growing season chlorophyll-a concentration 

of 20 µg/L or less should be the basis for nutrient criteria development for lakes and 

reservoirs in the plains region (including North Dakota) and that this chlorophyll-a target 

would be protective of all  of a lake or reservoirôs beneficial uses, including recreation and 

aquatic life (Houston Engineering, 2011).  The report, prepared by Houston Engineering, 

also concluded that most lakes and reservoirs in the plains region typically have high total 

phosphorus concentrations, but maintain relatively low productivity, and that due to this 

condition, chlorophyll-a is a better measure of a lake or reservoirs trophic status than is 

total phosphorus (Houston Engineering, 2011). 

 

Water quality data collected in the lake in 2010 and 2011 (see Table 2 in Appendix C) 

showed an average chlorophyll-a concentration of 16.9 ɛg/L (TSI Score=58.3) and an 

average Secchi transparency depth of 1.3 meters (TSI Score=56.4).  Based on these data, 

Homme Dam is generally assessed as a eutrophic lake (Table 10). 

 

Based only on the total phosphorus data and corresponding TSI value of 83.4, Homme 

Dam would be considered a hypereutrophic reservoir (Table 10, Figure 8).  However, 

Carlson and Simpson (1996) suggest that if the phosphorus TSI value is higher than the 

chlorophyll-a and Secchi disk transparency TSI value (as is the case with Homme Dam), 

then algae does not dominate light attenuation, and some other factor, such as nitrogen 

limitation, zooplankton grazing, or toxics may be limit ing algal biomass in the lake 

(Table 11). 
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Table 10.  Carlsonôs Trophic State Indices for Homme Dam. 

Parameter Relationship Units 

TSI 

Value 

Trophic 

Status 

Chlorophyll-a TSI (Chl-a) = 30.6 + 9.81[ln(Chl-a)] µg/L 58.3 Eutrophic 

Total Phosphorus (TP) TSI (TP) = 4.15 + 14.42[(ln(TP)] µg/L 83.4 Hypereutrophic 

Secchi Depth (SD) TSI (SD) = 60 - 14.41[ln(SD)] Meters 56.4 Eutrophic 

TSI < 30 - Oligotrophic (least productive) TSI 30-50 Mesotrophic 

TSI 50-65 Eutrophic   TSI > 65 - Hypereutrophic (most productive) 

 

Table 11.  Relationships Between TSI Variables and Conditions (from Carlson and 

Simpson, 1996). 

Relationship Between TSI 

Variables  Conditions 

TSI(Chl) = TSI(TP) = TSI(SD) Algae dominate light attenuation; TN/TP ~ 33:1 

TSI(Chl) > TSI(SD) Large particulates, such as Aphanizomenon flakes, dominate 

TSI(TP) = TSI(SD) > TSI(CHL) Non-algal particulates or color dominate light attenuation 

TSI(SD) = TSI(CHL) > TSI(TP) Phosphorus limits algal biomass (TN/TP >33:1) 

TSI(TP) >TSI(CHL) = TSI(SD) 

Algae dominate light attenuation but some factor such as 

nitrogen limitation, zooplankton grazing or toxics limit algal 

biomass. 

 

 
Figure 8.  Temporal Distribution of Carlson's Trophic Status Index Scores for Homme  

Dam (multiple samples collected on same day are averaged).  
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As stated previously, the NDDoH has established an in-lake growing season average 

chlorophyll-a concentration goal of 20 ɛg/L for most lake and reservoir nutrient TMDLs, 

including this TMDL for Homme Dam.  This chlorophyll-a goal corresponds to a 

chlorophyll-a TSI of 60 which is in the eutrophic range and, as such, will be a trophic 

state sufficient to maintain both aquatic life and recreation uses of most lakes and 

reservoirs in the state, including Homme Dam.   

Through the use of a calibrated water quality model like CNET (see Section 5.2), the 

average growing season TP load corresponding to an average growing season 

chlorophyll-a concentration of 20 µg/L can be estimated. For this TMDL, a 40 percent 

reduction in the observed total phosphorus load, or 9,996 kg, is estimated to be needed to 

achieve the TMDL goal for Homme Dam.  Since the observed the average growing 

season average chlorophyll-a concentration for Homme Dam is estimated to be 16.9 

µg/L, the TMDL goal and the TMDL equation presented in Section 7.0 was developed 

assuming no future degradation of water quality within the lake (i.e., a lake protection 

strategy).  

 

4.0 SIGNIFICANT SOURCES 

 

There are no known point sources upstream of Homme Dam.  The pollutants of concern 

originate from non-point sources.  

 

5.0 TECHNICAL ANALYSIS  

 

Establishing a relationship between in-stream water quality targets and pollutant source loading 

is a critical component of TMDL development.  Identifying the cause-and-effect relationship 

between pollutant loads and the water quality response is necessary to evaluate the loading 

capacity of the receiving waterbody.  The loading capacity is the amount of a pollutant that can 

be assimilated by the waterbody while still attaining and maintaining water quality standards.  

This section discusses the technical analysis used to estimate existing loads to Homme Dam and 

the predicted trophic response of the reservoir to reductions in loading capacity. 

 

5.1 Tributary Load Analysis  

 

The NDDoH provided the daily flow and tributary chemistry data files to use in estimating 

total phosphorus loads to Homme Dam over the growing season, defined as the period of time 

from April 1 through November 30.  FLUX32 (http://www.wes.army.mil/el/elmodels/emiinfo.html) was 

used to facilitate the analysis, to reduce the gaged inflow and outflow data, and to estimate 

growing season phosphorus loads.  FLUX32 is an interactive program used for analyzing 

streamflow data and estimating loads (mass transports) of nutrients and other water quality 

constituents passing a tributary sampling point over a given period of time.  

The FLUX32 program was used to estimate the annual growing season total phosphorus 

(TP) load for the gaged area upstream of Homme Dam and the gaged outflow from the 

lake.  Mean daily flow data were provided by the NDDoH for the years 2010 and 2011, 

as well as several flow measurements paired with corresponding TP measurements.  

Because the water quality goal for the lake is based upon a growing season mean 

chlorophyll-a concentration, the data analysis was performed for the months of April 

through November.  The screen/filter option in FLUX32 was used to exclude data outside 

the defined growing season for both 2010 and 2011.    

http://www.wes.army.mil/el/elmodels/emiinfo.html
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The basic approach of FLUX32 is to use one of several calculation techniques to map the 

flow/concentration relationship developed from the sample record onto the entire flow 

record. FLUX32 has the ability to stratify the data into groups based upon streamflow, 

date, and/or season for the purpose of reducing the error in the load estimate.  To check 

for any relationships or trends in the data that would indicate that stratification of the data 

could be used to improve the results, various plots of the sample flows and concentrations 

were developed and analyzed.   

 

5.2  BATHTUB/CNET Trophic Response Model 

 

The CNET model was selected to simulate the eutrophication response within Homme 

Dam.  CNET is a modified version of the BATHTUB water quality model (Walker, 

1996, http://wwwalker.net/bathtub/index.htm). Both BATHTUB and CNET perform 

steady-state water and nutrient balance calculations in a spatially segmented hydraulic 

network.  The model accounts for advective and diffusive transport and nutrient 

sedimentation.  Eutrophication related water quality conditions are predicted using 

empirical relationships previously developed and tested for reservoirs. 

 

CNET is a spreadsheet model currently available as a ñbetaò version from Dr. William 

W. Walker.  The primary benefit of using CNET over BATHTUB is that the user can 

modify the CNET model to implement a Monte Carlo approach.  To complete the Monte 

Carlo modeling, the CNET model was linked with a program called Crystal Ball.  Crystal 

Ball is proprietary software developed by Oracle 

(http://www.oracle.com/us/products/applications/crystalball/index.html) and is applicable 

to Monte Carlo or stochastic simulation and analysis. Stochastic modeling is an approach 

where model parameters and forcing data (e.g., precipitation) used in the equations to 

compute the annual mean concentration of total phosphorus (TP), chorophyll-a (chl-a), 

and Secchi Disk (SD) are allowed to vary according to their statistical distribution and 

therefore their probability of occurrence. This allows the effect of parameter uncertainty 

and normal variability in the inputs (e.g., amount of surface runoff which varies annually 

depending upon the amount of precipitation) to be quantified when computing the mean 

concentration of TP, chl-a, and SD.   

 

The CNET model was developed in three phases.  The first two phases involve the 

analysis and reduction of the tributary and in-lake water quality data, respectively.  The 

third phase involves model calibration.  In the data reduction phase, the in-lake and 

tributary monitoring data collected as part of the project were summarized in a format 

which can serve as inputs to the model.  

 

As described in Section 5.1, the tributary data were analyzed and reduced by the FLUX32 

program.  Output for the FLUX32 program is then used as input to the CNET model.  

 

In addition to the estimated loads from the FLUX32 program, the CNET model requires 

information about each components of the water budget and nutrient mass balance in 

order to estimate in-lake water quality concentrations.  The development of the water 

budget and nutrient mass balances can be found in Appendix B. 

 

The reservoir water quality data needed to calibrate the model were reduced and 

summarized in Excel using three computational functions.  These include:  1) the ability 

http://wwwalker.net/bathtub/index.htm
http://www.oracle.com/us/products/applications/crystalball/index.html
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to display concentrations as a function of depth, location, or date; 2) summary statistics 

(mean, median, etc.); and 3) evaluation of the trophic status.  The reservoir water quality 

data were summarized as the 2010 ï 2011 growing season average.     

 

When the input data from FLUX32 and Excel programs are entered into the CNET 

model, the user has the ability to compare predicted conditions (model output) to actual 

measured concentrations.  The model is considered calibrated when the predicted 

concentrations for the trophic response variables are similar to observed concentrations 

based on the monitoring data.  CNET then has the ability to predict total phosphorus 

concentration, chlorophyll-a concentration, and Secchi disk depth based on changes in 

total phosphorus loading.  

  

The CNET model was calibrated to estimate the mean growing season (April through 

November) concentrations of total phosphorus, chlorophyll-a, and Secchi depth based on 

the observed growing season total phosphorus load of 16,660 kg.  Further, it is estimated 

that about 16,367 kg of the total phosphorus load comes from surface water runoff, 270 

kg from internal loading, and 23 kg from atmospheric deposition (see nutrient budget in 

Appendix B).  Incremental reductions in the growing season total phosphorus loads were 

simulated using CNET to show the trophic effect of lowering loads to Homme Dam.  A 

series of model scenarios were performed, where each scenario reflected an incremental 

reduction of 10% in the total growing season total phosphorus load to Homme Dam.  

Appendix C provides a more detailed description of the modeling process, including 

figures showing the effects of reducing April through November TP loads to Homme 

Dam. 

 

The loading capacity of Homme Dam was computed using a stochastic approach based 

on the hydrology and water quality simulated by the CNET model. The loading capacity 

(maximum allowable load) for the reservoir was defined as the growing season TP load 

resulting in a seasonal mean Chl-a concentration for the 50
th
 percentile non-exceedance 

value of 16.9 ɛg/L. The mean seasonal chlorophyll-a concentration is shown by Figure 9.  

The curve nearest to the value 16.9 ɛg/L of chlorophyll-a for the 50 percentile value is 

used to estimate the loading capacity. The value of 16.9 ɛg/L of chlorophyll-a represents 

the growing season mean Chl-a eutrophication goal for nondegradation and corresponds 

to a TSI value of 58.3 (eutrophic).  Figure 9 shows the curve with a chlorophyll-a 

concentration closest to 16.9 µg/l for the 50
th
 percentile value is for a total TP load of 

9,996 during the April ï November growing season.  The results show the value of using 

a Monte Carlo approach where the underlying statistical distributions deviate 

considerably from a normal distribution.  

 

5.3 AnnAGNPS Watershed Model   

 

The Annualized Agricultural NonPoint Source Pollution (AnnAGNPS) model was 

developed by the USDA Agricultural Research Service and Natural Resource 

Conservation Service (NRCS).  The AnnAGNPS model consists of a system of computer 

models used to predict nonpoint source pollution (NPS) loadings within agricultural 

watersheds.  The continuous simulation surface runoff model contains programs for: 1) 

input generation and editing; 2) ñannualizedò pollutant loading model; and 3) output 

reformatting and analysis. 
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Figure 9.  Homme Dam Frequency Distribution for Growing Season (April through 

November) Mean Chl-a Concentrations Resulting from Select Load Reduction Scenarios 

(2010 ï 2011 condition = 16,660 kg/season). 

 

The AnnAGNPS model uses batch processing, continual-simulation, and surface runoff 

pollutant loading to generate amounts of water, sediment, and nutrients moving from land 

areas (cells) and flowing into the watershed stream network at user specified locations 

(reaches) on a daily basis.  The water, sediment, and chemicals travel throughout the 

specified watershed outlets.  Feedlots, gullies, point sources, and impoundments are 

special components that can be included in the cells and reaches.  Each component adds 

water, sediment, or nutrients to the reaches.   

 

The AnnAGNPS model is able to partition soluble nutrients between surface runoff and 

infiltration.  Sediment-attached nutrients are also calculated in the stream system.  

Sediment is divided into five particle size classes (clay, silt, sand, small aggregate, and 

large aggregate) and are moved separately through the stream reaches. 

 

AnnAGNPS uses various models to develop an annualized load in the watershed.  These 

models account for surface runoff, soil moisture, erosion, nutrients, and reach routing.  

Each model serves a particular purpose and function in simulating the NPS processes 

occurring in the watershed.  

 

To generate surface runoff and soil moisture, the soil profile is divided into two layers.  

The top layer is used as the tillage layer and has properties that change (bulk density, 

etc.).  While the remaining soil profile makes up the second layer with properties that 

remain static.  A daily soil moisture budget is calculated based on rainfall, irrigation, and 
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snow melt runoff, evapotranspiration, and percolation.  Runoff is calculated using the 

NRCS  Runoff Curve Number equation.  These curve numbers can be modified based on 

tillage  operations, soil moisture, and crop stage.   

 

Overland sediment erosion was determined using a modified watershed-scale version of 

Revised Universal Soil Loss Equation (RUSLE) (Geter and Theurer, 1998). 

 

A daily mass balance for nitrogen (N), phosphorus (P), and organic carbon (OC) are 

calculated for each cell.  Major components of N and P considered include plant uptake N 

and P,  fertilization, residue decomposition, and N and P transport.  Soluble and sediment 

absorbed N and P are also calculated.  Nitrogen and phosphorus are then separated into 

organic and mineral phases.  Plant uptake N and P are modeled through a crop growth 

stage index.  (Bosch et. al. 1998) 

 

The reach routing model moves sediment and nutrients through the watershed.  Sediment 

routing is calculated based upon transport capacity relationships using the Bagnold 

stream power equation (Bagnold, 1966).  Routing of nutrients through the watershed is 

accomplished by subdividing them into soluble and  sediment attached components and 

are based on reach travel time, water temperature, and decay constant.  Infiltration is also 

used to further reduce soluble nutrients.  Both the upstream and downstream points of the 

reach are calculated for equilibrium concentrations by using a first order equilibrium 

model. 

 

AnnAGNPS uses 34 different categories of input data and over 400 separate input 

parameters to execute the model.  The input data categories can be split into five major 

classifications:  climatic data, land characterization, field operations, chemical 

characteristics, and feedlot operations.  Climatic data includes precipitation, maximum 

and minimum air temperature, relative humidity, sky cover, and wind speed.  Land 

characterization consists of soil characterization, curve number, RUSLE parameters, and 

watershed drainage characterization.  Field operations contain tillage, planting, harvest, 

rotation, chemical operations, and irrigation schedules.  Finally, feedlot operations 

require daily manure rates, times of manure removal, and residue amount from previous 

operations. 

 

Input parameters are used to verify the model.  Some input parameters may be repeated 

for each cell, soil type, landuse, feedlot, and channel reach.  Default values are available 

for some input parameters, others can be simplified because of duplication.  Daily 

climatic input data can be obtained through weather generators, local data, and/or both.  

Geographical input data including cell boundaries, land slope, slope direction, and 

landuse can be generated by GIS or DEM (Digital Elevation Models).   

 

Output data is expressed through an event based report for stream reaches and a source 

accounting report for land or reach components. Output parameters are selected by the 

user for the desired watershed source locations (specific cells, reaches, feedlots, point 

sources, or gullies) for any simulation period.  Source accounting for land or reach 

components are calculated as a fraction of a pollutant load passing through any reach in 

the stream network that came from the user identified watershed source locations.  Event 

based output data is defined as event quantities for user selected parameters at desired 

stream reach locations. 
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AnnAGNPS was utilized for the Homme Dam Water Quality and Watershed Assessment 

project.  The Homme Dam watershed delineation began with downloading a 30-meter 

digital elevation model (DEM) of Cavalier and Walsh Counties.  Delineation is defined 

as drawing a boundary and dividing the land within the boundary into subwatersheds in 

such a matter that each subwatershed has uniformed hydrological parameters (land slope, 

elevation, etc.) (Figure 10).   

 

Land use and soil digital images were then used to extract the dominate identification of 

landuse and soil for each subwatershed.  This process is achieved by overlaying Landsat 

and soil images over the subwatershed file.  Each dominate soil is then further identified 

by its physical and chemical soil properties found in a database called National Soils 

Information System (NASIS) developed by the NRCS.  Dominate landuse identification 

input parameters were obtained using Revised Universal Soil Loss Equation (RUSLE).  

 

A three year simulation period was run on the Homme Dam watershed at its present 

condition to provide a best estimation of the current land use practices applied to the soils 

and slopes of the watershed to obtain nutrient loads from the individual cells as well as 

the watershed as a whole.  Crop rotations were determined from 2007, 2008, and 2009 

crop data from the National Agricultural Statistical Service (NASS).   Over 54 different 

crop rotations and 29 fertilizer application rates were used to simulate current watershed 

landuse conditions within the Homme Dam watershed.   

 

 

  
Figure 10.  Homme Dam AnnAGNPS Delineated Watershed Area. 

 


